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DATA SHEET

Good performance against chemical permeation with extended length of 620mm

DESCRIPTION
Nitrile unlined unsupported glove

FEATURES

Unlined

Specially formulated for improved dexterity & durability
625mm length

Sand pebble texture finishing

Minimal finger fatigue
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COATING
Nitrile

BENEFITS

> Good resistance to animal fats, aromatic solvents, and petroleum-

based solvents

For long lasting mechanical resistance

Forearm protection with extended length

Textured finishing grip makes wet work easier and safer
Ergonomic design maximizes comfort
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APPLICATIONS

Heavy assembly of oil-coated pieces
Chemical spraying, treatment & blending
Handling chemicals in agriculture
Painting & spray workshops

Coating preparation

Washing & cleaning

Laboratory testing
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INDUSTRY

Machinery

Oil & gas
Chemical
Automotive
Agriculture
Municipal services
Printing

Cleaning industry
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USER INSTRUCTIONS:

PACKAGING

> 10 Pairs per polybag
> 6 Polybags per carton
> 60 Pairs per carton

LENGTH
620mm + 30mm

THICKNESS

0.45mm + 0.10mm (Palm area)

18 mil £ 1mm

EN ISO 374-1:
2016/Type B

SIZES

> 8/M

> 9/L

> 10/XL
COLOUR
Green
STANDARDS

EN 388:2016
4101A

*Image for illustration purpose only

Protection against mechanical risks. Discard used gloves in compliance with local regulations. Clean the glove with a damp cloth to remove contamination. Permeation information does
not reflect the actual duration of protection in the workplace due to other factors that may influence the performance and the differentiation between mixtures and pure chemicals. The

performance levels apply to the coated surface only. Store in adry place, away from the light.
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